
Application
For interior. For ceilings and walls. 
Low-tension and covers hair cracks. 
Isolates exceptionally (ex. nicotine, 
soot- and water stains). Especially 
for powdered and strongly absorbing 
substrates, like distemper and lime 
wash-distemper. 

Special advantages
The product has an exceptionally 
covering power, has a neutral odour 
and is low aromatic. No spatter, no 
lapping defects. Dries white and even-
ly mat. Can be processed wet on wet.

Dilution
Ready for use, if necessary dilute with  
“Special-thinner T” (max. 3%). Clean 
appliances with white spirit.

Processing
Apply with a brush, roller or airless-
spray. Do not process beneath 6ºC 
and by an air humidity of > 80%.

Drying time
After ca.3 – 5 hours dust dry. After 
ca. 24 hours completely dry, depen-
dent on temperature and air humidity.

Efficiency
Ca. 3 – 8 m2/kg, dependent on condi-
tion and absorption of the substrate.

Degree of gloss
Mat

Colour
White and tintable

Package
Oval plastic pail of 20 kg and Cartons 
of 4x6 kg

Binder
Special calcinated mat alkyd resin.

Pigment
Titanium dioxide and mineral filler

Solid matter content
Ca. 19 - 20 weight %

Specific gravity
Ca. 1.30 – 1.40 g/ml 

Viscosity
23°C, 6000 - 7000 mPas

Flash point
> 62ºC

Shelf life
1 year -Frost-free storage-

VOS
2004/42IIA (i) (600/500) Max. 495
g/ltr

Conveyance 
KCA
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